
Operating Instructions 
 4-Gun Swivel Wheel Shooting Cart 
(Item # 15124) 
 
IMPORTANT: Read and follow these safety and assembly instructions before oper-
ating!  If you have any questions concerning assembly or use of this product, call 
Rugged Gear at 800-784-4331 or e-mail us at sales@ruggedgear.com. 
 
Safety Rules: 
WARNING: Failure to follow these warnings and assembly instructions could 
result in serious injury or death. 
WARNING: Do Not Transport loaded weapons in this cart. 
WARNING:  Immediately discard any plastic wrapping. 
WARNING: Maximum weight capacity is 100 lbs.  
WARNING:  Never use cart if it becomes damaged. 
WARNING: Always engage brakes when you stop or when you let go of handle. 
WARNING:  You may need to re-distribute the load in the Shooting Cart for bal-
ance. 
 
PLEASE DO NOT RETURN PRODUCT TO THE STORE.  We appreciate 
your purchase of one of our many fine products.  While we make every effort to 
insure quality control, occasionally problems may occur.  For prompt and correct 
handling of problems, or answers to questions regarding assembly or safe use of this 
product, please call 800-784-4331 or e-mail us at sales@ruggedgear.com.  Service 
will be quicker if you have this instruction sheet when calling. 
 
 
Parts List: 
Description      Qty. 
Frame assembly      1 
Front Wheel     1 
Front Wheel assembly    1 
Rear Wheels     2 
Rear Axle assembly    1 
Rugged Gear Hook Assembly with four hooks 1 
Butt-stock holders                                            4 
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Removal from Carton 
Remove from carton and remove any packaging materials that may be hold-
ing the frame in closed position. 

Rear Axle and Wheel Assembly 
Position rear axle assembly over the two lower vertical tubes and push until 
axle assembly locks into position with the chrome buttons (buttons face 
forward).  Slide rear wheels on to axles and push until wire loop engages 
grove on end of axle (a click sound should be heard).  To remove wheel 
from axle push wire loop towards center of wheel and pull wheel from axle. 

Front Swivel Wheel Assembly 
Position wheel and tire assembly over fork tube and push until the chrome 
buttons lock wheel assembly in place.  Position assembled Front Swivel 
Wheel  into bottom of shooting cart frame ( see photo) and engage front 
knob stud into insert on swivel wheel bracket.  Turn front knob until swivel 
wheel bracket is pulled forward and tight against cross tube.  To remove 
simply turn front knob counterclockwise and loosen until swivel wheel as-
sembly can be removed. 
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Mounting Rugged Gear Gun Holders 
Snap or push four butt-stock holders into oval shaped 
holes found on cart frame.  Position as shown in photo.  
The Gun Holders on your shooting cart will accommodate 
nearly any type of long gun.  Remove gun holders from 
bag and place the white nylon washer on to the stud fol-
lowed by the star washer.  Position the stud into one of the 
inserts found on the upper frame cross bar and turn clock-
wise to tighten.  Repeat for the remaining 
gun holders.   The hooks can be bent and 
shaped to tightly fit any long gun.  For maxi-
mum holding protection, “over-bend” each 
hook so that it is smaller than the gun to be held, then 
force the gun into the hook.  If your long gun is being 
held by the barrel and not the  fore end then it may fit 
better by using the available (Part # 10796) radius reducer 
inside the hook.  Squeeze hooks tightly against gun and 
secure Velcro straps.  The butt-stock holder will allow a 
broke open shotgun to fit by placing the angled butt stock 
into the butt stock holder as shown. 

Unfolding Shooting Cart for Use 
Pull up on handlebar until folding joints lock into place.   

Butt-stock 
Holder Front of Cart 

Four Gun Holders 

To unfold pull up 
on both joints. 

Folding Joints 



Locking Swivel Wheel 
Certain types of terrain can be  negotiated easier with the swiv-
eling feature locked.  To lock the swivel wheel forward, move 
lever (above front wheel), down and rearward.  To unlock, 
move lever down and forward. 

Adjustable Handlebar 
To adjust handlebar, push in on both buttons at the same time 
and reposition handlebar to desired height. 

To Engage Parking Brakes 
Step lightly on the levers next to the rear wheels until the 
cogs of the brakes engage the cogs of the wheel.  Repeat on 
the other side.  To release brake, lift levers up with your toe. 

To Collapse or Fold Shooting Cart 
Remove guns and equipment from shooting cart.  Pull up on upper half of fold-
ing joints.  Hold on to handlebar and push down.  See photos below.  For addi-
tional compactness remove rear wheels and front swivel wheel assembly. 

Unlocked 
Position 

Attaching Accessory Bag or Kooler Bag to Shooting Cart 
Using thumb screws included with bag, attach to front platform of 
shooting cart by positioning grommets found in bottom of bag over 
the four inserts. 

Thumbscrews 

 
(800) 784-4331 

or (605)356-2491   ·   Fax (800)784-3268 
Elk Point, SD  57025-9702   U. S. A. 

e-mail:  sales@ruggedgear.com 
www.ruggedgear.com 

Folding Joints 

GUARANTEE 
Rugged Gear products have a 60-day money-back guara ntee. 

If you are not completely satisfied, return for a f ull refund. 


